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ADAMS CONSTANT LEVEL OILER TYPE VABL7991-1/4 BSP

Model: 7991

Description

ADAMS Constant Level Oiler type VABL7991-1 / 4 BSP

Steel body and plastic reservoir 158ml

1/4 BSP

Maximum temperature 65ºC

Dimensions (mm):

A: 63.5

B: 135-145

C: 33

* Side connection

PLEASE NOTE:

Only available for Dutch customers.

Please contact your local distributor.

General data

Finish Zinc

Technical data

Connection 1/4 BSP

Material Steel

Tank capacity 158 ml

Temperature range (°C) max. 100

https://smeertechniek.com/products/adams-constant-level-oiler-type-vabl7991-1-4-bsp
http://cdn.shopify.com/s/files/1/0613/0630/6713/products/7970_e3fe8aa9-288a-4f3b-8428-39d10ac83e52.jpg?v=1654095192
mailto:info@smeertechniek.nl
http://www.smeertechniek.nl


Smeertechniek Rotterdam
Cairostraat 74
3047 BC Rotterdam

T 010 - 466 62 55
F 010 - 466 66 55
E info@smeertechniek.nl
W www.smeertechniek.nl

Scan the QR code to
order this product

Specificaties

Tank Plastic
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